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Ice Lined Refrigerator: Chest Type

‘;N);Nenwell

ﬂ Features and Benefits:
Fan . 4-digit LED high-brightness digital display, precision of temperature display is 0.1°C
- Build in door handle
<4 castars 2 with Brakes Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Certification
- Wide working ambient temperature range: 10 ~43°C
_ S NW-YC150EW 2~8°C 585*465*651 HCFC-Free CE/ISO
- 304 stainless steel interior finishing
Saal-ClasEIomlIc NW-YC275EW 2~8°C 1019+465%651 HCFC-Free CE/ISO
' - 110mm foamed insulation
. - SPCC epoxy coasting external material
i 8 . Ergonomic designed safety lock
°C Ph fri
2 ~ 8°C Pharmacy Refrigerator
| Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant
Features and Benefits:
SEEE - Double-layer tempered LOW-E film glass door NW-5L219L 2=8C 540+595%1819 219 R290
!
=] - Temperature uniformity <2°C
=k |
] : FI"U"e alarms and four protecﬂons NW‘SLZZIL 2"‘8{:‘(: 5&0*595*1819 221 RZE}U
'
|
| NW-5L319L 2~8°C 600+x645+x1967 319 R290
\
15§ SN
NW-5L321L 2=8°C 600+645+1967 321 RZ290
| .
— — NW-5L360L 280 660*655+x19380 360 RZ290
. L
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2 ~ 8°C Pharmacy Refrigerator

Features and Benefits:

- High-brightness digital temperature display
- Equipped with 2 LED lights

- Digital temperature display with a display precision of 0.1°C

- The well-developed audible & visual alarm

- PVC-coated steel shelves

- Invisible door handle

- Inner side with HIPS material

- Fitted with 4 stand bars
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Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Certification
NW-YC56L 2~B°C 540+560%632 56 HCFC-free CEAL
NW-YC76L Z2~BC 540+560%764 76 HCFC-free CE/UL
NW-YC130L 2~8°C 650+625%810 130 HCFC-free CE/UL
NW-YC315L 2~8"C 650%673*1762 315 HCFC-free CE/LIL
NW-YC395L 2~8°C 650%673%1992 395 HCFC-free CE/UL
NW-YC400L i L B 700+645%2016 400 HCFC-free UL
NW-YC525L 280 720+x810%1961 h25 HCFC-free CE/LIL
NW-YC650L 2~8°C 715+890%1985 650 HCFC-free CE/UL(During application)
NW-YC725L 280 1093+750%1972 725 HCFC-free CE/UL

NW-YC1015L 2-BC 1180+900%1990 1015 HCFC-free CE/UL
NW-YC1320L 2-B°C 1450+830%1985 1320 HCFC-free CE/UL(During application)
NW-YC1505L 2~8C 1795+880%1990 1505 HCFC-free /
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2 ~ 8°C Pharmacy Refrigerator

Features and benefits:
Features and Benefits: |
| - Hydrocarbon frequency conversion
- Microcomputer temperature control, temperature accuracy 0.1°C

o - . E icall |
- Digital display, temperature variation <2°C lectrically heated glass door

- Perfect audible & visual alarm systems - Temperature uniformity within 2°C

. Safety lock design - Heat defrosting

- Low-E glass door design or High-density foaming door design - Multi alarm functions

- Multi-layer shelves design, removable and adjustable - Inside LED

- LED light - Voltage range:187 ~ 242V

- Door self-close
- Wide voltage range design for unstable power supply areas
- Optional: Patented D+ heat exchange technology

- New generation PID temperature system

- LBA form technique, purpose-built to heat preservation

- Multi-dimensional air flow design

Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant
NW-4142 2~8°C 480+450%550 42 CFC-free
NW-4192 2~8°C 480+450+900 92 CFC-free
NW-41215 2-8°C 520+585+1646 215 CFC-free Model No Temp. Range External Dimension{mm) Capacity(L) Refrigerant
NW-4L316 2~8°C 595+585+1950 316 CFC-free NW-5L75 2~-8C 470+571+740 75 R290
NW-4L416 2~8°C 690+634+2040 416 CFC-free NW-5L75F 2-8°C 470+571%740 75 R290
NW-4L756 2~8°C 1010+630+1980 756 CFC-free ‘ﬂﬂ “?:::;‘TT‘ | NW-5L260 2-8°C 240+635+1300 260 R230
e, AR AR
NW-4L1006 2~8°C 1220+854+1885 1006 CFC-free - ' NW-5L360 2~-8C 660+665+1980 360 R280
NW-5L400 2~8°C 660+705+1940 400 R290
5 = NW-5L760 2~8°C 1010%708+2034 760 R290
NW-5L1000 2~8°C 122547951980 1000 R290
NW-5L1000BP 2~8°C 1225+795+1980 1000 R290
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- Stainless steel door (Option glass door)

2 ~ 8°C Pharmacy Refrigerator

Features and Benefits:

Features and Benefits: . Temperature display

- Temperature display - Multi alarm functions

- Multi alarm functions - Min/Max temperature recording

- Min/Max temperature recording - Alarm battery back up

- Alarm battery back up . Automatic defrost

- Automatic defrost - Remote alarm contacts

- Remote alarm contacts - Integral temperature data logging

- Integral temperature data logging

- Optional Glass or Solid foaming door

Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant
NW-BC12555 2—-8°C 820+600+610 150 Mixed Refrigerant
NW-BD11555 2= 820+600+610 150 Mixed Refrigerant

Features and Benefits:

- Temperature display

- Multi alarm functions

- Min/Max temperature recording

Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant . Alarm battery back up
NW-5C29 2=80C 535+450+485 36 Mixed Refrigerant :
. | - Automatic defrost
NW-5C30 ot 1 585+450+485 36 Mixed Refrigerant |
- Remote alarm contacts
NWSC59 2~8°C 720+450+485 66 Mixed Refrigerant . _
| - Integral temperature data logging
NW-5C89 2~8C 820+488+515 89 Mixed Refrigerant
2 = . Solid foaming door

NW-5C125 g by B 820+600+610 150 Mixed Refrigerant

NW-5C168 ¥ o L 914+559+707 168 Mixed Refrigerant

NW-SC300 2-8°C 1500+600=600 300 Mixed Refrigerant

NW-BC400 2B 1860+600+700 430 Mixed Refrigerant

NW-5C152 2<8C 1030%590+590 158 Mixed Refrigerant

Model No Temp. Range External Dimension{mm) Capacity(L) Refrigerant

NW-5C230 2=8°%C 1386+590+590 235 Mixed Refrigerant

NW-SC282 2-8°C 15825590+590 288 Mixed Refrigerant shige iy £ TR o Wixed Refrigerant
NW-SC320H 2=87C 1030+1180+584 320 Mixed Refrigerant NW-BC1255F 2~8°C 820+600+610 150 Mixed Refrigerant
NW-5C3205 2=8% 1030+1180+584 320 Mixed Refrigerant NW-BC400SE 2-8°C 1860+600+700 430 Mixed Refrigerant
NW-5C480H 2~8C 1371+1180+584 480 Mixed Refrigerant
NW-5C4805 2~5C 1371+1180+584 480 Mixed Refrigerant
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2 ~ 8°C Pharmacy Refrigerator

Features and Benefits:

- Temperature display

. Multi alarm functions Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant
- Min/Max tem peratu re recﬂrding NW-SR200 2<% 870+595+653 650 Mixed Refrigerant
- Alarm battery back up NW-SR400 2~8°C 1840+595+653 1300 Mixed Refrigerant

- Automatic defrost NW-SR600 2-8°C 1840+775+723 1300 Mixed Refrigerant

- Remote alarm contacts
5 W;’ . Optional Glass or Solid foaming door

4
-
Features and Benefits:
- Temperature display
- Multi alarm functions
Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant . :
- Min/Max temperature recording
NW-27R 2=81C 2010«683+815 650 Mixed Refrigerant . Alarm batter}f back up
NW-54R 2~8°C 2010%1375+815 1300 Mixed Refrigerant

- Automatic defrost

- Remote alarm contacts

- Optional Glass or Solid foaming door

Features and Benefits:
- Temperature display

- Multi alarm functions

- - Model No Temp. Range External Dimension(mm Capacity(L Refrigerant

- Min/Max temperature recording . rane il pacitAl) 9

- Alarm battery back up NW-GNG50TN 2~8°C 2010+740+830 650 Mixed Refrigerant
. Automatic defrost NW-GN1410TN 2-8°C 2010+1480+830 1300 Mixed Refrigerant

- Remote alarm contacts

- Optional Glass or Solid foaming door

https://www.nwbiomedical.com/ Tel:0086-/57-85856069 Nenwell Blomedical
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4°C Blood Bank Refrigerator

EE
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Features and Benefits:

il
il

- LCD display, temperature display accuracy of 0.1°C

- Forced-air cooling circulation temperature control
- Multi alarm functions Features and Benefits:

- 72 hours back-up battery

- Patented double-microcomputer intelligent protection

== |y llll 1]
= G2 WAR il desian
(":f -\
- Semi-foamed electrically heated glass door and internal
| door, optimal heat insulation
- o - High-brightness LED screen display system: digitally

displaying blood temperature with display accuracy 0.1°C.

- Patented air flue technology, high-efficiency quiet fan

and stratified air supply technology

Ll

- Five alarms and five protections

i!ﬂl

- Standard test port

T e———— M. 5] g fal m = -
] Cl
Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Certification Type
NW-XC30W 4+1°C 1080+565+856 90 R134a CE Chest
NW-XC88L 4+1°C 450+550%1505 88 R134a CE Upright .
. , . . Blood Storage Capacity
Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant (400ml blood bags)
NW-XC168L B Gl 658+772+%1283 168 R290 CE Upright
NW-HBC4L160 4+1°C 600+620+1600 160 R134a 180
NW-XC268L b 640+700+1856 268 R134a CE Upright
NW-XC368L 4+1°C 806+723+%1870 368 R134a CE Upright
NW-XC618L 4+1°C 812+912+1978 618 R290 CE Upright
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2~8/-25/-40°C Combined Refrigerator and Freezer

Features and Benefits:

- High-precision Temperature Control

https://www.nwbiomedical.com/ Tel:0086-/57-85856069 Nenwell Blomedical
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] s - High brightness digital temperature display with 0.1°Cdisplay
_— - precision
- 4 - 2 separate cooling systems (2 compressors)
ﬁ' - External door handle and padlock
= - Long time support back-up battery for display and alarms
5 system during power failure
2 : Features and Benefits:
4 - Drawers for convenient sample storage
_ o | - Double compressors operating
= = E} - Shelves with divided sections
B =1 ; . independently
= = -26'C FREEZER - Door gasket surrounded with hot gas pipe for better -
, - Two systems operating independently
defrosting.
| o with affecting each other
| S ] n r B z - With built-in USB data-logger
- Semi-foamed glass door
- Double fans for refrigeration, full-space
three-dimensional air supply
- Seven alarms and four protections
oS
- - - Double anti-corrosion protections,
T double-lock handle
4 - lock and padlock
= L
C
— = - —
=) s s E) |
- — P— — Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant
Y ¢ i i A . P 8 5
NW-HCD25L210 2~8/-20~-40°C 545+x596*1663 210 CE
NW-HCD25L305 2~8/-20~--40°C 733*630+1850 305 CE
Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Certification
NW-YCDEL300 2~8/-25/-40°C {00+x640+1876 250 R600a CE NW-HCD40L305 2~8/-20~-40°C 733*630%1850 305 CE
NW-YCDEL289 2~8/-25/-40°C 700+640+1845 268 R600a CE
NW-YCDEL450 2~8/-25/-40°C 810%735%*1960 276 R600a CE
NW-YCDEL519 2~8/-25/-40°C 910+740+1972 306 R600a CE/UL(UL during application)
NW-YCDFL300 2~8/-25/-40°C 700+640+1876 260 Fridge: R600a Freezer: R290 CE
NW-YCDFL289 2~8/-25/-40°C 700%640%1845 330 Fridge: R600a Freezer: R290 CE/UL
NW-YCDFL450 2~8/-25/-40°C 810%735%1960 374 Fridge: R600a Freezer: R290 CE/UL
NW-YCDFL519 2~8/-25/-40°C 910+740%1972 498 Fridge: R600a Freezer: R290 CE/UL
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2~8/-25/-40°C Combined Refrigerator and Freezer

‘;N);Nenwell

Features and Benefits:

- Dual Temperature Control System

- Refrigerator and freezer that can be

individually controlled
- Forced air cooling and direct cooling
- Microcomputer control with LED

display, temperature accuracy 0.1°C

- Perfect alarm systems
- 304 stainless steel cabinet

- PVVC dool seal material

- Wire&Stainless steel shelf, easy to clean

- Food-grade stainless steel cabinet,

corrosion-resistant
- Fixed caster + universal wheel

- Safety lock

Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant

NW-MCD25L400 2~8/-10~-25°C 790+720+1980 400 Refrigerator: R134a; Amount: R404A

. emmEm
Features and Benefits:
e ———eee
| . '
& : Temperature display
- Multl alarm functions
- Alarm battery back up
} - Automatic defrost
- Remote alarm contacts
‘ ntegral temperature data logging
Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Certification
NW-BD47+SC125 2~8/-25/-40°C 1339*595+595 172 Mixed Refrigerant EE
NW-SC125+BD115 2~-8/-25/-40°C 1640+600+610 240 Mixed Refrigerant CE
NW-BD47+BC300 2~8/-25/-40°C 2019+600+660 347 Mixed Refrigerant CE

https://www.nwbiomedical.com/ Tel:0086-757-85856069
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-25°C Biomedical Freezer | .

-25 [ FREEZER m -25 0 FREEZER m
- - Features and Benefits:

: ; ’ '3 v =~

- High-precision Temperature Control, Digital temperature display

- The refrigerating circuit with proprietary intellectual property

- Hot gas pipe surrounding to prevent from condensation

- Well-developed audible & visual alarm system

- Start delay and stopping interval protection function o /AR

- keyboard lock function

- Built-in door gasket is dustproof and easy to clean
- The cabinet is equipped with drawers that are convenient for

storage of samples

-25 L FREEZER - Low noise design

| g
| w 3 | o
Model No Temp Rang External Dimension{mm) Capacity(L) Refrigerant Certification Type
NW-DWYW226A -10~-25°C 1115+610+890 226 R290 / Chest
NW-DWYW358A -10~-25°C 1350+785+880 358 R290 / Chest =
NW-DWYW508A -10~-25°C 1650+735+880 508 R134a / Chest
NW-DWYL90 -10~-25°C 700+669+854 90 R600a CE/UL Upright
NW-DWYL270 -10~-25°C 700+640%1792 270 R600a CE/UL Upright
NW-DWYL450 -10~-25°C 810+735%1960 450 R600a CE/UL Upright
NW-DWYL1008 -10~-25°C 1362+1025+2002 1008 R290 / Upright
;—ﬁ-{i =25 'L FREEZER
L 25 O FREEZER ————————————+—————
-Z5 0 FREEZER e S ——— E—
- SRS -
——————— - m - =
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‘;N);Nenwell

-25°C Biomedical Freezer

Features and Benefits:

- Temperature display
=
: - Multi alarm functions
- Alarm battery back up
- Automatic defrost
- Remote alarm contacts
| - Integral temperature data loggin
l Features and Benefits: 0 v Held
. o 1 - Glass front door
- LED display screen, clearly indicating operating status
- Double barrelled capillary solenoid valve
- Four alarms and protections
. Double anti-corrosion protections, double-lock handle Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant
. AIF—EDDIEd CDndEﬂSEtIDn NW'BDS?W '16"‘24n{: 519*595*595 3? MlKEd REfi"lQE!’EHt
et e NW-BD47 -16~-24°C 519%595+595 47 Mixed Refrigerant
S NW-BD83 L 16~-24°C 840+600%520 83 Mixed Refrigerant
NW-BD115 -16~-24°C 820+600+610 113 Mixed Refrigerant
# , — :
S — |
— =
Features and Benefits:
- Temperature display
- -s . Multi alarm functions
s | = o ’ - T — i! . Alarm battery back up
| o - Automatic defrost
- Remote alarm contacts
- Min/Max temperature recording
- Optional Glass or Solid foaming door
Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Type
NW-HD25W203 -10~-25°C 951+655+846 203 Hydrocarbon Chest
Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Type
NW-HD25W310 -10--25°C 1130+767+852 310 Hydrocarbon Chest NW-SF200/200V -18~-22°C 870+595+653 650 Mixed Refrigerant Lab freezer
NW-HD25W520 ~10~-25°C 17307674852 520 Hydrocarbon Chest NW-SF400/400V -18~-22°C 1840%595+653 1300 Mixed Refrigerant Lab freezer
NW-SF600/600V -18~-22°C 1840+775+723 1300 Mixed Refrigerant Lab freezer
NW-HD25L290 -10~-25°C 733+630+1850 290 Hydrocarbon Upright , ;
NW-BD115SF -16~-24°C 820+600+610 150 Mixed Refrigerant Spark-free

https://www.nwbiomedical.com/ Tel:0086-757-85856069 Nenwell Blomedical .................. Kl = @ B oo, https://www.nwbiomedical.com/ Tel:0086-7/57-85856069 Nenwell Blomedical
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-25°C Biomedical Freezer

Features and Benefits:

e - Microcomputer temperature control

- LED display, temperature accuracy 0.1°C

& - Multi alarm functions

0

e - Safety lock

A0

i - Wide voltage tolerance design

g = - Startup delay and stop interval protection

P
Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Type

NW-MD25L96 -10~-25°C 595%600%900 98 R600a Chest
NW-MD25L295 -10~-25°C 595%600%1965 295 R600a Chest
NW-MD25W198 -10~-25°C 945%523*850 198 R600a Upright
NW-MD25W288 -10~-25°C 1115+670%850 288 R600a Upright
NW-MD25W368 -10~-25°C 1255%745%853 268 R290 Upright
NW-MD25W568 -10~-25°C 1870%745%805 568 R290 Upright

https://www.nwbiomedical.com/ Tel:0086-757-85856069 Nenwell Blomedical .................. Kl === Bl i, https://www.nwbiomedical.com/ Tel:0086-7/57-85856069 Nenwell Blomedical
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-40°C Biomedical Freezer

s
=
Features and Benefits: |
- High precision microcomputer temperature control Features and Benefits:
- CFC free polyurethane foaming technology ] - Digital temperature display and temperature inside the cabinet
- Start delay and stopping Interval protection function - High precision microcomputer temperature control system
- Well-developed security system with multiple alarm function . Start delay and stopping interval compressor protection
- Door with key lock - Multi alarm functions
+ Two-layer heat insulating foamed door, 110mm foaming - Long time support back-up battery for display and alarms system
insulation . Door surrounded with hot gas pipe
e TOR T - High-quality steel plate structure with powder coating, stainless
W e TN G 40T FREEZER
steel liner and low noise design a -
s |
= o F‘"
) =
|
‘ HHH \ EEEEEE =
==E=== ====== ======
e — m " " L - - " - - = _1
40 0 FREEZER ~40 0 FREEZER
- . WL ! gt
Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Certification Type
NW-DWFL90 -20~-40°C 700+669+854 90 R290 CE/UL Upright
Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Certification Type NW-DWFL270 -20~-40°C 700+640+1792 270 R290 CE/UL Upright
NW-DWFW150 ~20~-40°C 811+775+3929 150 R290 CE Chest NW-DWFL439 -20~-40°C 910+755+1945 439 R507 CE/UL Upright
NW-DWFW270 -20~-40°C 1245+775%929 270 R290 CE Chest NW-DWFL450 -20~-40°C 810+735*1960 450 R290 CELL Upright
NW-DWFW360 ~20~-40°C 1534+775+929 360 R290 CE Chest NW-DWFL528 -20~-40°C 930%1041%1947 528 R290 CE/UL Upright
NW-DWFLE78 -20~-40°C 1090+1025+1955 678 R290 CE Upright
NW-DWEFL778 -20~-40°C 1205+1025%1955 778 R290 CE/UL Upright
NW-DWFL1008 -20~-40°C 1362+1025+2002 1008 R290 CE/UL Upright
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-40°C Biomedical Freezer

Features and Benefits:

- Large screen LCD display, clearly indicating operating status

- Hydrocarbon refrigeration, energy-efficient and eco-friendly
- Double barrelled capillary solenoid valve

- Seven alarms and four protections

- Double anti-corrosion protections, double-locking handle

—
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‘;N);Nenwell

Features and Benefits:

- Temperature display

- Multi alarm functions

- Min/Max temperature recording

- Alarm battery back up

- Automatic defrost

. Remote alarm contacts

- Integral temperature data logging

Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant
NW-HD40L100 -20—--40°C 633*620+938 100 Mixed Refrigerant
NW-HD40L290 -20~-40°C /33+*630%1850 290 Mixed Refrigerant

@ High accuracy LED display

- + " ' e High efficient silent fan
| s Features and Benefits:
- Microcomputer temperature control with LED display
9 - Temperature accuracy 0.1°C

- Alarm reminding system

e Fixed caster . ; i
- LBA form technique with 90mm ultra-thick foam layer

€ World famous brand compressor - Dual seals design firmly lock the cool air in the freezer

O - CFC free, environment friendly
"] 0 & - Food-grade stainless steel cabinet, corrosion-resistant
) g ‘

Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant

NW-MD40W301 -20~-40°C 1285+*696+850 301 Mixed Refrigerant

https://www.nwbiomedical.com/ Tel:0086-/57-85856069 Nenwell Blomedical
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Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Type
NW-DW40BD105 -35~-42°C 820+600+610 105 Mixed Refrigerant Under bench
NW-DW40W108 -25~-45°C 900+670+850 108 Mixed Refrigerant Chest
NW-DW40wW208 -25~-45°C 1050+670+850 208 Mixed Refrigerant Chest
NW-DW40W308 -25~-45°C 1400+670+850 308 Mixed Refrigerant Chest
NW-DW40W468 -25--45°C 1400+800+850 468 Mixed Refrigerant Chest
NW-DW40W668 -25~-45°C 1850+800+870 668 Mixed Refrigerant Chest
NW-DW40L80 -15~-45°C 620+660+1275 80 Mixed Refrigerant Uptight
NW-DW40L158 -15~-45°C 620+660+1795 158 Mixed Refrigerant Uptight
NW-DW40L328 -15~-45°C 760%765+*1975 328 Mixed Refrigerant Uptight
NW-DW40L400 -15~-45°C 760+865+1975 400 Mixed Refrigerant Uptight
NW-DW40L550 -15~-45°C 860+956*1975 550 Mixed Refrigerant Uptight

https://www.nwbiomedical.com/ Tel:0086-757-85856069
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-60°C Biomedical Freezer

Features and Benefits:

- Microprocessor controller

- Digital display

- Manual defrost mode

- 110mm insulation thickness

- Direct cooling

60°C FREEZER - Wide ambient temperature from 16—-32°C

c T

Features and Benefits:

@ High accuracy LED display |
- Microcomputer temperature control
©  High efficient silent fan . LED display, temperature accuracy 0.1°C
- Alarm reminding system
-60'C FREEZER -60°C FREEZER - LBA form tech nique with 90mm
© Fixed caster ultra-thick foam layer
- Dual seals design
o World famous brand compressor
- CFC free, environment friendly
5 - Food-grade stainless steel cabinet,
‘ - corrosion-resistance
Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Voltage Type
NW-GW150 -30~-60°C 811+775+929 150 Mixture gas / Chest
_ Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Type
NW-GW270 -30~-60°C 1349+875+970 270 Mixture gas / Chest
| NW-MD60W201 -40~-60°C 945+696+850 201 Mixed Refrigerant Chest
NW-GW360 -30~-60°C 1783*875+975 360 Mixture gas / Chest
_ NW-MD60W301 -40~-60°C 1285*696+850 301 Mixed Refrigerant Chest
NW-KW150 -30~-70°C 811+775+929 150 Mixture gas 110V 60HZ Chest
NW-KW270 -30~-70°C 1245%775+929 270 Mixture gas 110V 60HZ Chest
NW-KW360 -30~-70°C 1534%775+929 360 Mixture gas 110V 60HZ Chest
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-86°C Biomedical Freezer

Features and Benefits:

- Digital temperature display

Features and Benefits:
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- Multi alarm functions and safety door lock design
- Startup delay and stopping interval protection

- Keyboard lock and password protection function

- Simple and convenient control system and cabinet handle
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- High-precision temperature control, digital temperature display

- — N - High-precision microcomputer temperature control system
- The well-developed security system with multi alarm functions
- Start delay and stopping interval protection function
§§§§§ - Keyboard lock and password protection function
oo o %%%%% - Stainless steel interior, universal caster
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Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Certification Type
NW-HW50HC -40~--86°C 650+606+1081 50 Mixture gas CE Chest
NW-HW138 -40~--86°C 1320+890+1030 138 Mixture gas Gk Chest
NW-HW328 -40~--86°C 2030+890+1020 328 Mixture gas CE Chest
NW-HW6E68 -40~--86°C 2033+1190+1037 668 Mixture gas CE Chest

https://www.nwbiomedical.com/ Tel:0086-/57-85856069 Nenwell Blomedical
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Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Certification Type
NW-HL1.8 -40~--86°C 245+282%496 1.8 Mixed Refrigerant CE Portable
NW-HL50HC -40~--86°C 953+688+757 50 HE CE Upright
NW-HL100HC -40~--86°C 1074%751%820 100 Mixture gas GE Upright
NW-HL218HC -40~--86°C 862+976+*1555 218 Mixture gas CE Upright
NW-HL340 -40~--86°C 777+=873*1967 340 Mixture gas CE Upright
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-86°C Biomedical Freezer

Features and Benefits:

- Temperature display

- Multi alarm functions
- Min/Max temperature recording

- Alarm battery back up
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Features and Benefits:

- Intelligent control and frequency conversion refrigeration technologies
- Aircraft cabin-level acoustic noise reduction design

- Multi-layer sealing, vacuum thermal insulation

- Wide-range design, safe and durable

- Coupling optimization, energy conservation

Nl

Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant
NW-HD86L390 -40~--86°C 735+900%1980 390 R290/R170
NW-HD86L630 -40~--86°C 1015+900+1980 630 R290/R170
NW-HD86L830 -40~--86°C 1145+980+1980 830 R290/R170

NW-HD86L830BP -40~--86°C 1145+980+1980 830 R290/R170

https://www.nwbiomedical.com/ Tel:0086-/57-85856069 Nenwell Blomedical

Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Type
NW-DW80W28 -40~--86°C 260+480~*780 28 Mixed Refrigerant Chest
NW-DW80W50 -40~--86°C 650+560+880 o0 Mixed Refrigerant Chest
NW-DWB0W105 -40~--86°C 1140+/7/60+930 105 Mixed Refrigerant Chest
NW-DW80W200 -40~--86°C 1400+800+850 200 Mixed Refrigerant Chest
NW-DW80W300 -40~--86°C 1690+760+930 300 Mixed Refrigerant Chest
NW-DWB0W430 -40~--86°C 1990+860+975 400 Mixed Refrigerant Chest
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-86°C Biomedical Freezer
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Features and Benefits:

- 7" Android HD touch screen has clear display, user-friendly interface and more

accurate temperature co ntrol

- High-precision microcomputer control system and platinum resistor sensors

- Large finned condenser with a space between fins<2mm

- Standard with VIP board for high efficiency cooling performance

- Perfect audible & visual alarm system

- Start delay and stopping interval protection

- New designed assisting handle and vaccum release port

- Multi-layer sealing structure

- LED display

- Lever handle design

- Microcomputer temperature control temperature accuracy 0.1°C

- Stainless steel inner tank
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Features and Benefits:

- Multi-level alarms

- Heated pressure equalization port
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Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Certification Type

NW-HL398SA -40~--86°C 785+1041+1947 395 Mixture gas CE/E]LL Upright
NW-HL528SA -40~--86°C 930+1041+1947 528 Mixture gas CE/ETL Upright
NW-HLE78SA -40~--86°C 1090%1025%1955 678 Mixture gas CE/ETL Upright
NW-HL778SA -40~--86°C 1205+1025%1955 778 Mixture gas CE/ETL Upright
NW-HL858SA -40~--86°C 1217+1025+2005 858 Mixture gas CE/ETL Upright
NW-HL1008SA -40~--86°C 1362+1025+2002 1008 Mixture gas CE/ETL Upright

https://www.nwbiomedical.com/ Tel:0086-757-85856069
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Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Type
NW-MDB86L58 -40~--86°C 600+665+1150 58 Mixed Refrigerant Upright
NW-MD86L108 -40~--86°C 700+730+1260 108 Mixed Refrigerant Upright
NW-MD86L308 -40~--86°C 885+760+1810 308 Mixed Refrigerant Upright
NW-MD86L458 -40~--86°C 885+855+1990 458 Mixed Refrigerant Upright

NW-MD86L458T -40~--86°C 885+855+1990 458 Mixed Refrigerant Upright
NW-MD86L568 -40~--86°C 885+995+1990 568 Mixed Refrigerant Upright
NW-MDB86L568T -40~--86°C 885+995+1990 568 Mixed Refrigerant Upright
NW-MD86L718 -40~--86°C 1030+995+1930 708 Mixed Refrigerant Upright
NW-MDB86L838 -40~--86°C 1175+995+1930 858 Mixed Refrigerant Upright
NW-MD86L838T -40~--86°C 1175+*995+1990 858 Mixed Refrigerant Upright
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Portable Medical Fridge

Plastic ¢cold accumulation plates
on the top, make the cold air sink
naturally and ensure the tem=-
perature evenly in the box

Sealing rubber strip is equipped to
prevent internal cooling air leak-
age, to ensure long time tempera-
ture insulation.

High strength plastic lock and
handle to prevent accidental
opening . Straps is equipped for
safe and convenient carrying.
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Food-contact PU/PP materials,
non=-toxic and harmless, anti-ul-
traviolet, the plastic part of the
DOX Was produced with one-piece
injection molding process.

Polyurethane non = fluorine
foaming process, greatly
improved insulation performance
of the box, prevent internal cool-
Ing air leakage.

LED Display: shows inside tem=
perature with accuracy 2 0.1°C,
high=precision temperature
sensor 15 used to monitoring

actual temperature inside the
cooler box.

‘;m;Nenwell

Features and Benefits:

- Seamless structure, leak-proof, strap packing

- Advanced cryopreservation technology

- LED display, with temperature accuracy +0.1°C
- Environment friendly foaming technology

- Designed for wide ambient temperature range
from -35°C to 55°C

Model No Temp. Range External Dimension(mm) Capacity(L) Refrigerant Cooling Method
NW-MZY6 2~-8°C 340%234*275 o Mixed Refrigerant Passive Cooling
NW-MZY12 2~-8°C 424x263%310 L2 Mixed Refrigerant Passive Cooling
NW-MZY18 2~-8°C 424x263%*310 13 Mixed Refrigerant Passive Cooling
NW-MZY35 el o @ 570+«305*375 35 Mixed Refrigerant Passive Cooling
NW-MZY50 2~-8°C 535*415%520 50 Mixed Refrigerant Passive Cooling
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